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°F) under normal operating conditions 
without curtailing ventilation. 

(c) Radiators and other heating appa-
ratus must be so placed and shielded, 
where necessary, to avoid risk of fire, 
danger or discomfort to the occupants. 
Pipes leading to radiators or heating 
apparatus must be insulated where 
those pipes create a hazard to persons 
occupying the space. 

§ 32.40–55 Insect screens—T/ALL. 

Provisions shall be made to protect 
the crew quarters against the admis-
sion of insects. 

§ 32.40–60 Crew accommodations on 
tankships of less than 100 gross 
tons and manned tank barges—TB/ 
ALL. 

(a) The crew accommodations on all 
tankships of less than 100 gross tons 
and all manned tank barges must have 
sufficient size and equipment, and be 
adequately constructed to provide for 
the protection of the crew in manner 
practicable for the size, facilities, and 
service of the tank vessel. 

(b) The crew accommodations must 
be consistent with the principles un-
derlying the requirements for crew ac-
commodations of tankships of 100 gross 
tons or more. 

§ 32.40–65 Crew accommodations on 
tankships constructed before June 
15, 1987—T/ALL. 

All tankships of 100 gross tons and 
over constructed before June 15, 1987, 
may retain previously accepted or ap-
proved installations and arrangements 
so long as they are maintained in good 
condition to the satisfaction of the Of-
ficer in Charge, Marine Inspection. 

Subpart 32.45—Electrical 
Installations 

§ 32.45–1 Installation and details. 

The installation of all electrical en-
gineering or interior communications 
systems, together with the details of 
design, construction, and installation, 
must meet the requirements of sub-
chapter J (Electrical Engineering Reg-
ulations) of this chapter. 

[CGD 74–125A, 47 FR 15230, Apr. 8, 1982] 

Subpart 32.50—Pumps, Piping, 
and Hose for Cargo Handling 

§ 32.50–1 Cargo pumps for tank vessels 
constructed on or after November 
10, 1936—TB/ALL. 

On all tank vessels, the construction 
or conversion of which is started on or 
after November 10, 1936, the cargo 
pumps shall be designed and installed 
to minimize the danger of sparking. 
Special care shall be exercised in the 
design of packing spaces in order to se-
cure ample depth and accessibility of 
glands. Where cargo pump shafts pierce 
gastight bulkheads, stuffing boxes with 
readily accessible gastight glands shall 
be provided. 

§ 32.50–3 Cargo discharge—TB/ALL. 

(a) Pumps or other acceptable means 
shall be used to discharge cargo from 
gravity type cargo tanks vented at 
gauge pressures of 4 pounds per square 
inch or less. 

(b) The use of compressed air as the 
primary means of discharging cargo 
from such tanks is prohibited. 

§ 32.50–5 Cargo pump gauges on tank 
vessels constructed on or after No-
vember 10, 1936—TB/ALL. 

(a) [Reserved] 
(b) A pressure gage shall be installed 

for each pump discharge, and it shall 
be located at a point visible with re-
spect to the pump controls. 

[CGFR 65–50, 30 FR 16671, Dec. 30, 1965, as 
amended by CGD 73–254, 40 FR 40163, Sept. 2, 
1975] 

§ 32.50–10 Cargo pumps on tank ves-
sels with independent cargo tanks 
which were constructed prior to 
November 10, 1936—TB/ALL. 

(a) Cargo pumps on tank vessels, the 
construction or conversion of which 
was started prior to November 10, 1936, 
may be located in a hold space con-
taining independent cargo tanks or on 
deck. If the pump driving unit is of the 
type permitted in cargo pumprooms, it 
also may be located in the hold space. 
If other types of driving units are used, 
they shall be located on deck or in an 
engine compartment. If the pump drive 
shaft passes through decks or bulk-
heads into a hold space or pumproom, 
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